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Category 6 Compliant Patch
Cords

* All of our Cat 6 patch cords are compliant with
TIA/EIA-568B.2-1 standards

» Testing the patch cords ensures channel
compliance with applicable standards and
compatibility with any correctly installed and
tested permanent link cable plant

* Major Custom Cable utilizes the DSP-4300 with
DSP-PCI-6S and DTX-1800 with DTX-PCU6
test heads to test our Cat 6 patch cords, and test
results can be shipped upon request

CERTIFIED

Category 6 compliant patch cords are
tested with the latest Fluke testing
equipment. Printed test results are
standard with each cable.

Category 6 Guaranteed
Gigabit Ethernet Patch Cords

Check List:

MCC guaranteed gigabit patch cords utilize
Category 6 modular plugs and Category 6 cable
MCC follows the manufacturers recommended
procedures to ensure gigabit performance from all
patch cords

Stranded patch cord lengths up to 65ft

Solid patch cords lengths up to 328ft

CONNECTORS (RJ45 or BLUNT)?
WIRE CODE?

CABLE (STRANDED or SOLID)?
JACKET (PVC or PLENUM)?
SHIELDED?

LENGTH?

COLOR?

BOOTS?

CUSTOM IMPRINTING (SHRINK, LABEL, SEQUENTIALLY
NUMBERED)?

RJ45 with boots
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Visit us @ www.MajorCustomCable.com
1-800-455-6224 FAX: 1-573-243-1365

|

Méjqﬁ_ Custom _ngle



