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RJ11 / 110

110 2 pair

RJ11
4 Conductor

110 3 pair

110 4 pair

110 Patch Cords

RJ45/110 3 Pair 
Stranded PVC Black

110/110 4 Pair 
Stranded PVC
Orange

110 1 pair

RJ12
6 Conductor

RJ45
8 Conductor

Check List:
CONNECTORS?•	

CABLE (STRANDED, SOLID, or SS LINE CORD)?•	

JACKET (PVC or PLENUM)?•	

LENGTH?•	

JACKET COLOR (SILVER SATIN or BLACK)?•	

BOOTS (RJ 45 ONLY)?•	

BOOT COLOR?•	

CUSTOM IMPRINTING (SHRINK, LABEL, •	

SEQUENTIALLY NUMBERED)?

110 patch cord connectors are available in 1, 2, 3 and 4 pair •	
configurations in Category 3 and 5E patch cords
Available in various lengths and colors•	
Robust design to ensure fast, repeatable and reliable connections•	

Line Cords
Line cords are designed for telephone and other low-•	
speed applications
Cords are available in either pin-to-pin, reverse wiring, •	
or custom wiring depending on your specifications
Our line cords come in a large variety of lengths and •	
are available in silver satin and black

Phone Mod
4 × 4

T1 Assemblies
RJ45
8 Conductor

DB15 
Male

RJ45/45 8 Conductor 
Stranded PVC Grey

T1 assemblies are designed and •	
pinned to work with T1 equipment
T1 circuits can be channelized into •	
24 voice lines for PABX (Private 
Auotmatic Branch Exchange) or 
1.544 Mbps data circuits for Internet 
and Intranet access


