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EZ PULL
Fast installation of SVGA cable•	
Plug male and female DIN connectors together, apply provided •	
heat shrink tubing to connection, and the installation is complete
CL2 and CL2P jackets are available for installations within •	
plenum and PVC applications
1208x1024 Resolution and above achieved at 100 ft., 1024x768 •	
Resolution achieved at 150 ft., 800x600 Resolution achieved at 
200 feet
HD15 connectors for connecting PC to monitors, projectors, and •	
flat plasma screens
Easy Pull cables can be factory equipped with a pulling grip •	
and/or pulling eye

The 2004 InfoComm Pick 
Hits are products that 
help push the envelope 
by applying advanced 
technology while exhibiting 
immediate practicality 
for use in the systems 
integration industry.

 SVGA Conduit Ready Cable

Type of 
Output

Maximum
Screen Size

Number of
Colors

Video RAM
Required

VGA 640 × 480 16 1 MB
SVGA 800 × 600 256 1 - 2 MB
XGA 1024 × 768 64K-16M 4 MB
SXGA 1280 × 1024 16M 8 MB

Super XGA+ 1400 × 1050 16M 8 MB
Ultra XGA 1600 × 1200 16M 8 MB

HD 15

HD 15 Panel Mount

3 RCA’s

5 RCA’s

2 RCA’s and S Vidoe/SVHS

5 BNC’s


