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2 EZ

Fast installation of SVGA cable.•	
Route the 2EZ through walls, conduit and •	
ceilings using normal installation procedures 
without worry of connector damage.
Plug male and female XLR connectors together •	
and the installation is complete, no need for 
soldering.
CL2 and CL2P jackets are available for •	
installations within plenum and PVC 
applications
Construction allows for easy pulling through 3/4” •	
conduit that includes sweep 90 bends.
Rugged XLR provides easy hookups and 360 •	
Strain Relief to resist damage during installation.
Resoluions:•	

	 A. 800x600 (SVGA) Resolution at 200 ft.
	 B. 1024x768 (XGA) Resolution at 150 ft.
	 C. 1280x1024 (SXGA) Resolution at 100 ft.
	 D. 1600x1200 (UXGA) at 50 ft.

Connector options:•	
	 A. HD15 connectors Male/Female/Bulkhead
	 B. BNC connectors Male/Female/Bulkhead
	 C. RCA connectors Male/Female/Bulkhead
	 D. Combinations RCA/BNC/S-Video
	 E. Faceplates available with Feed-thru adapters

2EZ cables can be factory equipped with a •	
pulling eye.

 SVGA Conduit Ready Cable

Type of 
Output

Maximum
Screen Size

Number of
Colors

Video RAM
Required

VGA 640 × 480 16 1 MB
SVGA 800 × 600 256 1 - 2 MB
XGA 1024 × 768 64K-16M 4 MB
SXGA 1280 × 1024 16M 8 MB

Super XGA+ 1400 × 1050 16M 8 MB
Ultra XGA 1600 × 1200 16M 8 MB


